




FLO CONTROL Production
monitored IP65

Solenoid Valves   PRODUCT SERVICE Safety tested certified

 01-09-2003

CEU
U

 Q  series   Q3R-B page 3/4
direct operated solenoid valves

coil 31 mm

3/2    -    sub-base    -    brass

order code stations X (mm) Y (mm) weight (g)

ZZ11.Q1.38B
ZZ11.Q2.38B
ZZ11.Q3.38B
ZZ11.Q4.38B
ZZ11.Q5.38B
ZZ11.Q6.38B

1 24
2 57

32 135

3
4
5
6

90

123
156

189

65
98

131
164
197

285
435
585
735
890

 -M4 screws order code Z11035 (two each valve station) must be ordered separately



FLO CONTROL Production
monitored IP65

Solenoid Valves   PRODUCT SERVICE Safety tested certified

 01-09-2003

CEU
U

 Q  series   Q3R-B page 4/4

direct operated solenoid valves

coil 31 mm

order code stations X (mm) Y (mm)

1 24
2 57

32 395

3
4
5
6

90

 123
156

189

65
98

131
164
197

805
1215
1625
2035
2450

3/2   -   sub-base mounting   -   brass

weight (g)Z (mm)

see page 1/4

see page 3/4

see page 3/4

valves
bases 
screws

82.1
82.1
82.1
82.1
82.1

82.1

dimensions assembled manifolds

parts have to 
be ordered separately:

CODE 609500/XXX

V  XXX/XX
VA  XX  XX
ED  100 %

FLO CONTROL

Terminales for connector DIN 43650-A/ISO 4400

Production date

Q3BXXX.XXXXX

Catalog number

32
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FLO CONTROL

FLO CONTROL
FLO CONTROL
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